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The licence is granted to:

Lyte Industries (Wales) Limited
Beaufort Reach
Siemens Way
Swansea Enterprise Park
Swansea
SA7 9BB
United Kingdom

No.   KM 28981

In respect of:
BS EN 131 Part 1, 2 & 3
 
This issues the right and licence to use the Kitemark in accordance with the Kitemark Licence Conditions of
Contract governing the use of the Kitemark, as may be updated from time to time by The British Standards
Institution, and as approved by the Registrar under the Trade Marks Act 1994 (the "Conditions"). All defined terms
in this Licence shall have the same meaning as in the Conditions.

The use of the Kitemark is authorized in respect of the Product(s) detailed on this Licence provided at or from the
above address.

For and on behalf of BSI:
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Gary Fenton, Global Assurance Director
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BS EN 131-1: 2007 – Terms, types, functional sizes
BS EN 131-2: 1993 – Specification for requirements, testing, marking
BS EN 131-3: 2007 – User instructions

Code Type Number
of parts

Length
(m)

Max. Load
(Kg)

GLASS FIBRE

GSP4 Box Backleg Unilaterally Ascendable Step Ladder
with Platform

2 1.617 150

GSP6 Box Backleg Unilaterally Ascendable Step Ladder
with Platform

2 2.147 150

GSP8 Box Backleg Unilaterally Ascendable Step Ladder
with Platform

2 2.677 150

GSP10 Box Backleg Unilaterally Ascendable Step Ladder
with Platform

2 3.207 150

GSP12 Box Backleg Unilaterally Ascendable Step Ladder
with Platform

2 3.737 150

GSL4 Box Backleg Unilaterally Ascendable Step Ladder 2 1.087 150

GSL6 Box Backleg Unilaterally Ascendable Step Ladder 2 1.617 150

GSL8 Box Backleg Unilaterally Ascendable Step Ladder 2 2.150 150

GSL10 Box Backleg Unilaterally Ascendable Step Ladder 2 2.677 150

GSL12 Box Backleg Unilaterally Ascendable Step Ladder 2 3.207 150
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GLASS FIBRE SWINGBACK STEP LADDER

GFBB 3 – GFBB 12 (3 – 12 treads inclusive)

GLASS FIBRE PLATFORM STEP LADDER

GFBP 3 – GFBP 12 (3 – 12 treads inclusive)

GFWP2 – GFWP8   
(Wide Series)

(2 - 8 Aluminium treads inclusive)

ALUMINIUM SWINGBACK STEPS

BSBB 3 – BSBB 12 (3 – 12 treads inclusive)

ALUMINIUM PLATFORM STEPS

BSBP 3 – BSBP 12 (3 – 12 treads inclusive)

BSWP 2 – BSWP 8 (2 – 8 treads inclusive)

ENPL3 – ENPL8 (3 – 8 treads inclusive)

TRIPLE EXTENDING GLASS REINFORCED PLASTIC LADDER

BTL7A (2.5m, 8 rung)

GLASS REINFORCED PLASTIC COMBINATION LADDER

GFCL8 (2.6m, 8 rung, 3 section)

ALUMINIUM COMBINATION LADDER

CL6 – CL12 (6 – 12 treads inclusive, 3 section)

2CL6 – 2CL12 (6 – 12 treads inclusive, 2 section)

L3W (2.6m, 6/5 rung, 2 section – nylon side straps / slotted locking arms)
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Code Type Number of
parts

Length
(m)

Max. Load
(Kg)

ELT225 Aluminium Push-up Extending Ladder 2 2.5 150

ELT230 Aluminium Push-up Extending Ladder 2 3.0 150

ELT235 Aluminium Push-up Extending Ladder 2 3.5 150

ELT240 Aluminium Push-up Extending Ladder 2 4.0 150

ELT245 Aluminium Push-up Extending Ladder 2 4.5 150

ELT250 Aluminium Push-up Extending Ladder 2 5.0 150

ELT255 Aluminium Push-up Extending Ladder 2 5.5 150

ELT325 Aluminium Push-up Extending Ladder 3 2.5 150

ELT330 Aluminium Push-up Extending Ladder 3 3.0 150

ELT335 Aluminium Push-up Extending Ladder 3 3.5 150

ELT340 Aluminium Push-up Extending Ladder 3 4.0 150


